
Avai lable dimensions

Thickness in mm Width in mm
0,50  – 0,59 900  – 1.685
0,60  – 2,00 900  – 1.850
2,01  – 3,005) 900  – 1.850

Salzgitter Flachstahl GmbH / Eisenhüttenstraße 99 / 38239 Salzgitter
PHONE +49 (0) 53 41 21 28 90 / FAX +49 (0) 53 41 21 85 36 / MAIL flachstahl@salzgitter-ag.de 
www.salzgitter-flachstahl.de

Salzgitter Flachstahl HC220B+ZE  Page 1 from 1   Edition: 07/2022

HC220B+ZE
Steels with high yield strength  
for cold forming – bake hardening 

1 )  By agreement

Mechanical  propert ies (transverse) 

Yield strength Re3) in MPa
    220 – 270

Tensile strength Rm in MPa
   320 – 400

Total elongation A804) in %
	 	 	≥	32	

Hardening exponent n90

	 	 	≥	0,16

Anisotropy r90

	 	 	 ≥	1,5

Bake Hardening BH2 in MPa
		 	 	≥	35	

The samples for the tensile test are taken 
at right angles to rolling direction unless the 
product is opposed to this.

3)  ReL/Rp0,2

4 )  Reduced minimum values of  e longation are val id  for 
thicknesses ≤ 0 ,5 mm (minus 4 units )  and for 
thicknesses > 0 ,5 mm and ≤ 0,7  mm (minus 2 units ) .

5 )  Surface A only

Material no. 1.0396
according to DIN EN 10268:2006

Surface f inish
Thickness range

O3   0,50  – 1,50
O5 1)   0,50  – 1,50

Chemical  composit ion1)

(in percent by weight)

  min. in % max. in %
C   0,06
Si   0,5
Mn   0,7
P   0,08
S   0,030
Al  0,015

2)  Heat  analysis


